Questions

Sampling Grain (Diverter Type Mechanical Sampler)

1.
What must the sampler do before the start or recommencement of D/T sampling operations?

2.
What items must be sealed or locked "closed" to insure sample integrity on outbound shipments of grain?

3.
From what should official samples be protected?

4.
How often should the primary and secondary D/T samplers be checked to see if they are operating properly?

5.
How can the sampler check the accuracy of the control panel timer?

6.
What information should the sampler record on the sample ticket if the primary, secondary, or any other part of the D/T sampling system becomes inoperative or clogged?

7.
Why is it necessary to maintain the security of the samples?

8.
If the secondary sampler produces too large a sample, what piece of equipment is used to reduce the sample size to a still smaller portion?

9.
What should the sampler do when the mechanical sampler does not operate properly and the sampler believes that the sample is not representative of the lot?

10.
Why is it important to insure that the sampling collection boxes are cleaned before loading or unloading begins?

11.
On air-operated D/T samplers, what should be checked constantly while loading or unloading is in progress?

12.
What is the purpose of the secondary sampler?

13.
Who is responsible for determining that the primary and secondary D/T samplers are operating properly?

14.
What must be done before loading when a container is found not suitable to receive grain?

15.
List four things a sampler should look for when examining an empty container prior to loading.

16.
What information should the sampler record on the sample ticket when a periodic check for unusual conditions shows that the grain may not be uniform with the remainder of the lot?

17.
What is a Diverter-Type (D/T) sampler?

18.
Calculate the correct timer setting for a boxcar at an elevator with a flow rate of 15,000 bushels per hour. The boxcar will hold about 2,000 bushels.

19. Who would you notify if you discovered that the mechanical sampler had been deliberately tampered with or altered in some manner?

20. What should the sampler do if the D/T sampling system fails during loading?

21. Official personnel must perform a detailed and comprehensive examination of D/T sampling systems once every 6 months or _____________________________________?

